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Ergänzung zur Betriebsanleitung 
Supplement to Installation & Operating Manual 

Gerätetyp / Type LRG16-60, LRG17-60, LRG16-61 , LRGT16-3, LRGT16-4, LRGT17-3 

Diese Ergänzung enthält abweichende 
Informationen zur Betriebsanleitung und gilt 
nur in Verbindung mit der Betriebsanleitung. 

Mitgeltende Dokumente 
Betriebsanleitung BAN 808950 (DE), 

BAN 808953 (DE) 

Abweichende Informationen 

Das Gerät enthält einen 
alternativen Dichtring! 

Auf Grund von Lieferverzögerungen wird 
der Dichtring D 33 X 39, DIN 7603-Form D, 
2.4068  durch den Dichtring  
D 33 x 39, DIN 7603-Form D, 1.4301 ersetzt. 

Die Montage, Festigkeit und Dichtigkeit ändert 
sich hierdurch nicht. 

Das Anzugsdrehmoment von 250 Nm bleibt 
erhalten. 

This supplement contains information that 
differs from the Installation & Operating 
Manual and is only valid in conjunction with the 
Installation & Operating Manual. 

Applicable documents 
Installation & Operation BAN 819878 (EN), 
Manual BAN 819877 (EN) 

Different information 

The device contains an 
alternative sealing ring! 

Due to delivery delays, the sealing 
ring D 33 X 39, DIN 7603-Form D, 2.4068 
is replaced by the sealing ring  
D 33 x 39, DIN7603-Form D, 1.4301. 

This does not change the installation, strength 
and tightness. 

The tightening torque of 250 Nm remains the 
same.
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