Heat Exchanger Unit
PWT-XPS

GESTRA Heat exchanger unit
type PWT-XPS

consists of:
plate-type heat exchanger, completely
welded, in shell & plate design
equipped with:
on steam side:
shut-off valve, strainer and electrically
operated control valve with safety resetting
device
on condensate side:
pump steam trap, non-return valve, shut-off valve
measuring & control equipment:
safety temperature limiter, safety pressure
limiter, temperature sensor, temperature
controller, thermometer, pressure gauge,
safety valve
The unit is completely assembled and inter-
connected and mounted on a stable base
frame.
Auxiliary energy: 230 V, 50 Hz

<table>
<thead>
<tr>
<th>Type</th>
<th>Capacity kW</th>
<th>Saturated steam barg</th>
<th>Water °C</th>
<th>Capacity kW</th>
<th>Saturated steam barg</th>
<th>Water °C</th>
<th>Capacity kW</th>
<th>Saturated steam barg</th>
<th>Water °C</th>
</tr>
</thead>
<tbody>
<tr>
<td>PWT-XPS</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>50-24 H11</td>
<td>40</td>
<td>1</td>
<td>70/90</td>
<td>80</td>
<td>3</td>
<td>70/90</td>
<td>130</td>
<td>6</td>
<td>70/90</td>
</tr>
<tr>
<td>50-32 H11</td>
<td>160</td>
<td>1</td>
<td>70/90</td>
<td>300</td>
<td>3</td>
<td>70/90</td>
<td>500</td>
<td>6</td>
<td>70/90</td>
</tr>
<tr>
<td>50-44 H11</td>
<td>380</td>
<td>1</td>
<td>70/90</td>
<td>675</td>
<td>3</td>
<td>70/90</td>
<td>700</td>
<td>6</td>
<td>70/90</td>
</tr>
<tr>
<td>50-72 H11</td>
<td>700</td>
<td>1</td>
<td>70/90</td>
<td>1100</td>
<td>3</td>
<td>70/90</td>
<td>1400</td>
<td>6</td>
<td>70/90</td>
</tr>
</tbody>
</table>

Larger capacities available on request.